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Cross-Mode Repeat Radios 


Quanzhou Wouxun Electronics Co., Ltd. 
Add: #38 Yuantai 1st Road, Jiangnan High Technology 


Industry Park, Licheng District, Quanzhou 362000, 


Fujian, China 
Tel: +86-595-28051265 Fax: +86-595-28051267 
Whatapp: +86-13505960708. 
E-mail: wouxun@wouxun.com export@wouxun.com 
MSN: wouxun@wouxun.com 
Contact Person:Danny 


Wwww.wouxun.com 


International Exhibition of Inventions 


Product Catalog 
PROFESSIONAL FM TRANSCEIVER 


FE C€ RoHS IC REACH 
1$09001:2008/ISO14001:2004 


MOBILE RADIO Analogue VHF/UHF Portable TWO-WAY RADIO 
ES KG-UV9D/9Dppwus//UV9K..19-20 KG-929/833/639E KG-699E/689E. 
KG-UV8D/8D/PLus)... KG-659E/703E. KG-679E/669E. 
KG-UV899/UV66.... KG-879/801E 
KG-UVD1P/2D/3D/3DiPrRoy/5D KG-869/889. 
KG-UV950P. - Fs KG-819/829/859. 
KG-UV920P Gs KG-816/818 


PUBLIC NETWORK 


DIGITAL RADI 


KG-UVN1.. ACCESSORIES 


Optional Accessories. 


Wouxun Introduction 
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Wouxun Electronics Co., Ltd. was established in 2000, focus on R&D, and the 
production of wireless transceivers. Wouxun Company has a formidable power 
in the field of Chinese wireless communications. Currently, Wouxun is one of the 
greatest potential large manufacturers in wireless transceivers. Wouxun is located 
in China's southeastern coastal city of Quanzhou, which has a dominant force in 
China's electronics manufacturing industry. Since her establishment, relying on 
strong technical resources and talent advantages, formed to research - production 
- sales service as one of the mature operation mode, the products are widely sold 
all over the world. In China, Wouxun is one of the important brands of wireless 
transceivers. Her product has frequently received a good reputation from industry 
users. The European and American countries as Wouxun main development market, 
has a great Achievements of sales in recent years, the products in the region are 
also widely praised. 


Recognized international quality system 
obtained FC, CE, RoHS IC REACH 
1$09001:2008/IS014001:2004 and other Certificate of 


Mature network sales and after-sales service 
Nearly 70 countries and regions have possess Wouxun's 
products and services ,mature sales channels to make 


Brand in fluence 

One of the most famous transceivers brand in China, with 
the rise of China's economy, Wouxun by virtue of the 
increasingly welldeveloped supply chain, is becoming the 


Wireless communications experts 
Wouxun has been the R&D pioneers in the field of China 
professional wireless communications 
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Software Application Accessory Multi-choice 


Transceivers Business 


Base Devices Global Services 


Handheld Devices Vehicle-mounted 
Devices 


Authentication 


Approved by FE C€ RoHS IC REACH 1S09001:2008/1IS014001:2004 


RATTE STATEMENT OF OPINION 
(KG-UV950PIKG-UV920P) 


RATTE STATEMENT OF OPINION 
(KG-UVD1P/UVED) 


NOTIFIED BODY STATEMENT 
OF OPINION 
(kG-816/6%8/619) 


R&TTE STATEMENT OF 
OPINION (KG-819/869/889 
PMR446 TRANSCEIVER) 


RATTE STATEMENT OF OPINION 
(KG-699E/639E/669E/679E/ 
689E/703E/833) 


EC-R&TTE CERTIFICATE 
(KG-689E/699E/679E/ 
‘669E/659E/6396) 


= 222 


R&TTE STATEMENT OF OPINION 
(KG-703E/659E/639E/833 
PMR446 TRANSCEIVER) 


RATTE STATEMENT OF OPINION 


(KG-699E/679E/669E/689E) 
(66-88MH) 
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FCC CERTIFICATE 
(KG-Uv920P) 


FCC CERTIFICATE 
(KG-Uv8D) 


FCC CERTIFICATE 
(KG-UV6D/UVO1PIUVA1) 


FCC CERTIFICATE 
(KG-833/639E/659E/703E 
(6696/679E/689E/699E) 


FCC CERTIFICATE 
(Ke-816/818/819/869/889) 


‘Silver Medal of the Paris 


CANADIAN CERTIFICATION 


International Exhibition of Inventions (KG-UVD1P/UVAt) 


1$014001:2004 1$09001:2008 
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145.9373, 438.9875, 


a Dimensions 129.5°61.5°26.5mm Data Transmission USB/Biuetooth Wireless Intemet Access | IEEE802.11b/g/h 
Net Weight 2259 Mobile Network WAP/Wireless Network Bluetooth V4.0 
K G V 5 5 Cross-Mode Repeat Standard | 3GWCDMA2{00NbHz Camera S.OMP Rear Camera | Working Time Upto 16 hous 
. ‘SIM Card micro SIM card Phone Book 500 Standby Time Up to 96 hours 
= (Public Network & Analogue) coo tneel | ssene oom etal telson coon cr oe 
‘ ‘System Version | Android 4.4.2 Input Keyboard Phecrennes Play store,Binding and portable hotspots etc, 
‘KG-V5S, es Main Featu res: cpu MTK6272A, Cortex A7dual-core,1.2GHz; | GPS Support A-GPS Italian, Hrvatski, Latvian, Dutch Polish, Portuguese, 
ene Cros <= Twin Modes = Public Network: WCDMA 2100X900MHz —* Analogue: 136-174 & 400-470MHz(RX/TX) SEUMAEA00 Language Selecabie)_ || faa, Siovenian Sophia, Swodlsh Vietnamese, 
an Tri Bands = Twin Modes & Tri Bands 136-174 & 400-480MHz(RX/TX) Running Memory | 512MB RAM Turkish, Greek, Bulgarian Russian, Ukrainian, 
445.29000 — cincard Radio with * Cross-Mode Repeat 144-148 & 430-440MHz(RX/TX) recy a |G OM euro foc cares ani 2) emis rabicTe) aM Peden Keres 
cn Push-to-Talk & Analogue Simcard Radio «+ Analogue Radio, (RX)FM: 76MHz-108MHz(step:100K) eee 2.4inches QVGA Capacitive touch — 1*3500mAh Battery 1*GSM Antenna 
145.5500 ¢— Radio with Dual Band Analogue Radio «+ Analogue Radio * Offset/ Shift Frequency in Analogue Mode sereen320240 pixel 1°Charger 1*User's manual 
OK AW BACK = Simultaneous Reception among three UHF/VHF, VHF/UHF cross-band Repeat Earphone Port _| 3.5Four-segment Accessory Black 


bands Duplex work among three bands = VOX 
HS al : 
(one band TX, another bands RX) = Multi-definition for sidekeys . . 
ht -| 
Saree — or * Selective Calls, Group Calls « DTMF Encode and Decode = National public 
Matic epea * 200 contacts + 999 Memory Channels network radio 
ee mm) Duplex Crose-Mode Repeat «Caller ID * Selective Calls, Group Calls, All Calls 
st imcard Radio -» Analogue Radio 5 
145.85500 * SOS Emergency Alarm Main Features: 
oo. = Lamp * WCDMA: 2100MHz,1900MHz, 850MHz OR 2100MHz, 900MHz 
* Talk-Around = 3G: WCDMA (Compatible with TD-SCDMA)/HSDPA/HSUPA, 
ol Ca a] * patie * Main external antenna, GPS antenna is including ceramic antenna, o2 
PT Public Group : = Stopwatc WIFI internal antenna 
pu _cccceee = Simultaneous * Scrambler 


«= USB port charging directly on radio, desktop charger selectable 
Reception = Backlight 

Simultaneous RX among three 

bands one Band TX, another 

Bands RX 


{ 
| “GPS 

| * Zello APP supported 
| Sesser 

| 


 445.29000 


Main Technical Specifica' 


Analogue Part Whole Part Public Network Part 
Work Bands ‘Customerized according to diferent areas, | Voltage _ | 37voc Work Band _ | WCDMA 850X1900MHz___| 
PStep "5K/6.25K/12.5K/25K/50K/100K __| Weight 3009 Max TX Power 23—25dbm_@All up bits. 
Memory Channels | 999 Size 135.5*59,0%34.0 (mm) RX Sensitivity ~106dom 
Mode F2D/F3E Audio Power +=500mW. 
Antenna Impendance | 500 Temperature 20 1040 
Analogue RX Part Wide Band Narrow Band Analogue TX Part Wide Band Narrow Band 
Modulation 46K F3E 41K F3E Adjacent Channel Selection | =70dB 36008 
Effective Radiation Power | 270d 26008, Inter-Modulation $6508 $6008 
Spurious Radiation | 26006 26008, ‘Spurious Radiation =70d8 $7008 
‘AudioResponse | +1~3dB(0.3-3KHZ) +1~348(0.3-2.55KHZ)_| Audio Response +1~348(0.3-3KHZ)_| +1~348(0.3-3KHZ) 
Max Offset $5KHZ 225KHZ ‘Squelch Sensitivity 34508 24008 
Frequency Stability | £2.5ppm Audio Distortion 55% 
Audio Distortion 35% Sensitivity UHF: 0.25uV(120B SINAD) 
Output Power UHF: 2.5W VHF: 3W ‘VHF: 0.25uV(12dB SINAD) 


own here is indicative only. If there is inconsistency between the image and the actual product, the actual product shall govern. The image shown here is indicative only. If there is inconsistency between the image and the actual product, the actual product shall govern. 


KG-WV7> 


Main Features: 

«= Upgradable Firmware 

= Phone Call Function 

= Network Radio, Nationwide Communication 


Color Screen 1.77 Inches 
GPS Supported 


= Full Network Access, Compatible with 4G / 3G / 2G public network 


= Compatible with Linux System 
= Signal Indicator 

= Selective Call and Group Call 

= Group Settings, Member Select 
= Flashlight 

= Telephone Book Edit 

= OTA System for remote upgrade 
= Temporary Group Settings 

= Max 200 members supported 


03 


Work Frequency Range Full Network Access , 4G/3G/2G 


Audio Output Power 4W@10% Distortion 
Operating Voltage 74V 

Storage Temperature ~40°0 ~+85°C 

Operating Temperature 10 ~+55°C 

Emission Power 23dBm~30dBm@-104dBm 
Receiving Sensitivity -106dBm 

Weight 2539 

Dimensions 136 x 56 x 34 mm 


The image shown here is indicative only. If ther 
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KG-UVN1 


Complying with digital protocol ETSI TS 
102 361-1, -2, -3 
Compatible with Mototrbo Tier 1& Il 


Main Features: 


= TDMA 


= SOS Alarm 
=ANIID 


= Dual Band VHF and UHF 
* Analogue and Digital Combined 


= Dual Time Slot 
* Digital Scrambler 
= GPS(Optlonal) 
* Record(Optional) 


* Scan Group Setting 
* Scan Channel Selection 

* Multi-Function Program for Sidekeys 
* One Key Switch Dighital / Analogue Mode 
= One Key Switch High / Low Power 


= Remote Contral 

= Remote Monitor 

= MSG Send&Receive 
* English Typewiting 

= Contact Edit 

* English Menu 


Dual Band DMR Radio TDMA 
Dual Time Slot 


Main Technical Specificat 


ZONE1 
143.15000 o 


Specification Receive Transmitter 
Mode DMR Frequency Stability 42.5ppm. Transmission Power __| <5W 
Memory Channel__| 1024CHS(64 zones) Tae 0.3nV/-117.4d8m(BER 5%). | FM Noise 40d8@12.5KHz 
Channel Spacing Digial 12.5Khz O.7pV / -110dBm(BER 1%) Transmission Spurious | -36dBm@<1GHz, -30dBm@>1GHz 
Working Valtage 0c7.4v Inter-modulation 658 Adjacent Power -600B@12.5KHz 
Frequency Range | 136-174MHz & 400-470MHz | Adjacent Channel Selectivity | 60dB@12.5KHz Bandwidth Limit 2.5KH2@12.5KHz 
Standard Package __| 2600 mah Co-channel Rejection -80B@12.5KHz Spare Time Slot Power| -5748m 
Working Currency | <1300mA Spurious inhibition STSBM@<1GH2, 4768MG>1GH2 | Modulation Characteristics | +1dB~-34B 
Working Temperature | -200+50°C. Spurious Response 27068 Digital Transmission | 35, 
‘Storage Temperature | -400+80C Block. 8408 Bit Error Rate 
Weight 261g Regulated Audio Power_| 1W. Output Power <5W. 
Size 65 x 33 x 124 (mm) 4FSK Digital 12.5KHz(data only):7K6OFXD 


Modulation Method 


12.5KHz(data+voice):7K60FXE 


tual product, the actual product 
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KG- D 9 0 0 ¥ Prema Pein Radio 


DMR Digital Radio 
Digital& Analogue Combined 
Dual Time Slot 


Main Features: 


= High/Low Output Power Switchable 


(High:SW/4w, Low:1W) 
* Battery Save 


=» VOX 


= Busy Channel Lockout Setting 
= Microphone Modulation Setting 
» Low Power Voltage 
«= Emergency Call 
= ANI ID 
= Scan Grouping Setting 
5) «Scanning Channel Adding 
* Digital Encryption 
= Lamp 


= Multi-functions Programmable for Sidekeys 
# Digital/Analogue Mode Switch 
= High/Low Power Switch 
*PTTID 
* Standard 1700mAh Battery 
High 2600mAh Battery Selection 
* Intelligent Charger 


TYPE APPROVAL: 
CMIIT 1D:2016FP0112 


DMR 


DIGITAL TWO-way Ra‘ 


> 


Main Technical Spec’ 


Specification Receiving Transmitter 

System DMR Frequency Stability +/-2.5ppm Transmitting Power <5w 

Memory Channel| 16 Digital Sensitivity 0.3uV/-117.4dBm(BER 5%) | Squeich 40dB@12.5KHz 

Channel Spacing | Digital:12.5KHz O.7uV/-410dBm(BER 1%) _ | Spurious Radiation(TX) | -36dBM@<1GHz, 
Analogue: 12.SKHz/26KHz | Inter-modulation 658 -30d8m@>1GHz 

Working Voltage | 7.2vD0 ‘Adjacent Channel Selection | 60dB@12.5KHz ‘Adjacent Channel Selection | -60dB@12.5KHz 

Frequency Range | 400-470MHz,136-174MHz, | Co-channel Rejection -848@12.5KHz Modulation Limit 2.5KHz@12.5KHz 
350-390MHz, ‘Spurious Response Inhibition | 7048 Output for Spare Slot Time | -5748m 

Standard Package | 1700mAh ‘Spurious Radiation(Rx) | -87dBm@<1GHz, Modulation Charactor | +1dB ~-348 

Working Currency | <1300mA ~ATABM@>1GHz GEN ebioel <3% 

‘Working Temperature | -20°C ~ +50°C Block 8408 Output Power s5W 

Storage Temperature | -40°C ~ +80 Audio Output 1Ww Modulation Method 12.5KH2(data only):7KB0FXD 

Weight 2489 for Digital 4FSK 12:5kHa(datatvcice}TKBOFXE 

Size 4120X61X31.5 (mm) 


The imag 


1own here is indicative only. If there is inconsistency between the image and the actual product, the actual product shall g 


Analogue: 12.5KHz/25KHz 


Inter-modulation 


6508 


Specification Transmitter 

System DMR Frequency Stability +/-2.5ppm Transmission Power <5W 

Memory Channel | 16 Digital Sensitivity 0.3uV/-117.4dBm(BER 5%) | FM Noise 40d8@12,5KHz 
Channel Spacing —_ | Digital:12.5KHz O.7uV/-110d8m(BER 1%) _| Transmission Spurious | -36dBm@<1GHz, 


-30d8m@>1GHz 


Working Voltage __| 7.2vDG Adjacent Channel Selection | 60dB@12.5KHz ‘Adjacent Power ~60dB@12,5KHz 

Frequency Range | 400-470MHz,136-174MHz, | Co-channel Rejection -80B@12.5KHz Bandwidth Limit 2.5KH2@12.5KHZ 
350-390MHz, Spurious Response Inhibition | 70dB. Spare Time Slot Power | -574Bm 

‘Standard Package | 1700mAn Spurious Radiation(RX) | -57dBm@<1GHz Modulation Characteristics) +108 ~ -34B 

Working Currency | _<1300mA -47dBmM@>1GHz pgea rareresslog Sita | a 

Working Temperature | -20°C ~ +50°C Block 8408 Output Power <5W 

Storage Temperature | -40°C ~ +800 ‘Audio Output 1W 4FSK Digital Modulation | 42.5KHz(data only):7KG0EXD 

Weight 248g Method 12.5KHz(data+voice):7K60FXE. 

Size 4120X61X31.5 (mm) 


= Power Save 
= VOX 


KG-D900 


KG-D90 


Main Features: 
* High / Low Power 

UHF / VHF: H:4W/SW, L: 1W 
* English Voice Guide 


* Transmit Overtime Forbidden, 
Timeout Forbidden Time 

= Inner Microphone Gain 

* Low Voltage Voice Prompt 


Digital (DMR Mode) & 
Analogue Radio 


* SOS Alarm 

* ANI ID 

* Scan Group Setting 
* Scan Channel Selection 
* Digital Encryption 
* LED Flashight 

= Multi-Function Program for Sidekeys 

= One Key Switch Dighital / Analogue Mode 
* One Key Switch High / Low Power 


*PTTID 


* English Typewriting 


= Contact Edit 

* English Menu 

= Remote Control 
= Remote Monitor 


= MSG Send&Receive NunberDisploy 


* Standard 2000mah Batterypack 
* Intelligent Charger 


TYPE APPROVAL: 
CMIIT 1D:2016FP4259 


DMR 


DIGITAL TWO-way RADIO. 


| 
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Complying with digital protocol ETSI TS 102 361-1, 
-2, -3 Compatible with Mototrbo Tier 1& Il 


KG-D200 


Main Features: 

= Frequency band: 136-174mhz = Low battery Off 
400-470mhz 350-400mhz 450-520mhz __* Selective backlight 

= 1000 channels * One touch relay/Talkaround 

= 1000 contacts = Power-on password 

= 250 RX Groups * Radio program password 


= 250 Zones * Menu encryption 
"= 250 scan Lists = Menu hide 
* Radio ID = Power save mode 


* Radio TX contacts 
= Radio RX groups 
" Radio color code 


= Group scan 
* Tail elimination 
= High(UHF:4W VHF:5W)/LOW 


O7) "TDMA = Text message 
* Program key * Radio Disable 
* Digital voice encryption * Radio Enable 
" Emergency alarm * Radio Check 
" VOX function = Call Alert 
* Priority channel = Flashlight 
* Scan TX designated channel * Clock 
Main Technical Specification 
Intergration Receiving 


* CTCSS/DCS(support non-standard) 

* Recording (continuous record 8 hours) 
* Play recording file 

= Custom Radio Interface 

«= DTMF encoding/decoding 

= Transmit time-out 

= TOT Rekey Delay 


= FM Radio 
« Firmware Upgrade 
= Lone Work 
Power(1W) 
DIGITAL TWO-WAY RADI 
Transmitter 


Frequency Band 


436-174MHZ 400-470MHz | Analog Receive Sensitivity | 0.25uV@12d8 SINAD 


Output Power UHF:He4W L: 1W VHF: H'SW L:tW 


350-400MHZ 450-520MHZ | Digital Receive Sensitivity | 0.25uV(BER:5%) 


FM Modulation 12.5KHZ:11KOFSE_ 25KHZ:16KOFSE 


Memory Channels | 1000 


Adjacent Channel Selectivity | <60dB@12.5KHZ 


4FSK Digit Modulation —_| 12,5KHZ(data only):7k60FXD_ 


Operating Temperature | -20°¢~+40' Audio Response +1308 42,5KHZ(data) 7K60EXE 
‘Antenna Resistance | 500 Audio Distortion <5% Adjacent Channel Power | <-60d8 
Voltage 74V DC Audio Power AW. Frequency Stability ppm 
Weight 2859 intermodulation Té5dB ‘Audio Distortion <5% 
Size 130%64%35.5mm Audio Response = -368 
Vocoder Type ‘AMBE+2TM 
Digital Protocol ETSI-TS102 361-1,-2,3 


Bit Error Ratio <5% 


Modulation Limit 22,5KHZ:@12.5KHZ 


The image shown here is indicative only. If there is inconsistency bet 


image and the 


ictual product, the actual product shall govern. 
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Ranges 400 - 480MHz or 136 - 174MHz 


Channel Numbers 16 
Openating Mode 


Co-channel or Dis-channel Simplex 


Output Power UHF H:8W , MW, LAW 
Voltage(0C) 74V 

Working Temperature 300 ~ +600 

Modulation Type FM(F3E) 


Max. Frequency Deviation | <#5KHz 


Frequency Stability *5ppm 

‘Sensitivity (12dB SINAD) 0.2pV 

Audio Output power 2500mW 

‘Spurious Radiation <-60dB 

Water Proof IP66 

Weight 3209 

Size 132 x 62 x 37 (mm) 


High Power Output to 8 Watts 
Waterproof Level: IP66 


KG-8 


Main Features: 

= VOX Function 

= CTCSS/DCS 

= Chinese and English Voice Guide 

= Wide /narrow bandwidth 
selection(12.5KHz/25KHz) 

= High / Middle / Low Output Power Selectable 

* High Battery Capacity , 3200mAh 

* Intellingent Charger (Bicolor Light) 

* Multi scan mode 

= Busy channel lockout 

= Low Voltage Prompt 

«= Transmit Overtime Prompt 

= PC Programmable 

* Adding Channel Scanning 


TYPE APPROVAL: 
CMIIT 1D:2016FP0131 


Co Gel Ea 


The image shown here is indicative only. If there is inconsiste 
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image and the actual product, the actual product shall govern. 


High Power Output to 10 Watts 
Three levels of power switch 
(H: 10W, M:5W, L:1W) 
Waterproof Level: IP66 


Main Features: 

«= Editable fro non-standard tone(CTCSS/DCS) 

= DTMF encode and decode 

* Wide /narrow bandwidth selection(12.5KHz/25KHz) 
«= High and stable output power(10Watts) 

« Inspection , monitor , stun and kill 

= 16 groups of banking , 256 memory channels 

» SOS and VOX Function 

= Emergency alarm 

* Single tone frequency 2100Hz / 1750Hz / 1450Hz / 1000Hz 
« Priority channel scan 

«Lamp 

= Scan Multi-definition , channel definition for scan 

«= Radio direct charging 

= DIY extended interface 


09) “PTT-0 
Intergration Receiving Transmitter 
“Ajcert Charm Slaiy Type of Modulation | 16K F3E_| 11K F3E 
‘Suitable for different countriesor areas 
Beco UHE : 420-520MHz / 400-480MH2 | Inter Modulation ‘Adjacent Chanel Power | 7048 
400-470MHz / 350-390MHz Spurious Response | Spurious =60dB 
Range(MHz) VHF ; 66-88MHz / 136-174MHz 1-308. 308 +1~308 | 41—308 
245-250MH2/216-280MH2 | audioResponse | (158... |e | AudioResponse | (5-348. | SO 
"Step EEE Signal to Noise Ratio | >45dB 4008 Max Frequency Deviation | + 5KHz | +2.5KHz 
Channel Number | 256 ‘Audio Distortion | =5% Frequency Stability | +2.5ppm 
Work Mode F2D/F3E Audio Power =500mW Audio Distortion <5% 
Operating Temperature | -20°C~+40°C Sensitivity UHF/VHF: 0.25yV(12dB SINAD) | Output Power UHF10W / 4W/ 1W 
Antenna Resistance | 500 VHP10W / SW/4W 
Voltage 7.4VDC 
Weight 3409 
Size 62x37 x 132MM 


The image s 
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Main Technical Specification 


Ranges 400-480MHz, PMR446MHz, 136-174MHz 
Channel numbers 16 channels 

Operating voltage 74V 

Operating temperature 30 ~ +600 


Operating mode 


Co-channel or Dis-channel Simplex 


Output power Hew, Maw, LAW 
Modulation FM(F3E) 

Maximum deviation St5KHz 

Spurious radiation < -60dB 

Frequency stability +5ppm 

Receiving sensitivity <0.2uV 

Audio output power 2500mW 
Waterproof IP66 

Weight [2209 

Size 132 x 62 x 37 (mm) 


KG-988 


Main Features: 

» 400-480MHz, PMR446MHz, 136-174MHz 
» Output power: 8W(H)/4W(M)/4W(L) 

» DTMF Encoding and Decoding 

=» VOX 

« CTCSS/D.C.S 

« Chinese/English Voice Guide 

« Wide/Narrow Bandwidth(25KHz/12.5KHz) 
« High/Middle/Low Output Power Selectable 
« High Battery Capacity(2600mAh) 

« Intelligent Charger(Bicolor Light) 

= Multi Scan Function 

= Low Voltage Prompt 

= Transmit Overtime Prompt 

= Adding Channel Scanning 

* PC Programmable 

*PTTID 


High Power Output to 8 Watts 


CTCSS/D.C.S 


P66 


The image shown here is indicative only. If there is inconsistency between the image and the actual product, the actual product shall govern. 


KG-928 


Main Features: 


* Editable fro non-standard tone(CTCSS/DCS) 
* APRS Function 

= AT Command 

* All Calls, Group Calls, Selective Calls 

= DTMF encode and decode 

= Wide /narrow bandwidth selection(12.5KHz/25KHz) 
* High and stable output power(10Watts) 

* Inspection, monitor, stun and kill 

* 16 groups of banking, 256 memory channels 
* SOS and VOX Function 

= Emergency alarm 

= FM Radio, Lamp 

* Wire Cloning 


3200mAH Battery Packed 


APRS / GPS 


Mai 


High Power Output to 10Watts 


Technical Speci 


= Group Short-cut 
* Single tone frequency 2100Hz / 1750Hz / 
= 1450Hz / 1000Hz 
* Priority channel scan 
= Bandwidth(12.5KHz / 25KHz) 
= Scan Multi-definition, 
channel definition for scan 
* Radio direct charging 
* DIY extended interface 
= PTT-ID 


TYPE APPROVAL: 
CMIIT 1D:2016FP4915 


ation 


Main Technical Specificatio 


Intergration Receiving Wide Narrow Transmitter Wide Narrow 
4 Ranges(MHz) 400 - 470MHz (TXIRX) ‘Adjacent Channel Selectivity | <70dB <600B ‘Type of Modulation | 16K F3E | 11K F3E 
aS itis 16.25KHz / 10KHz/ 12.5KHz | Inter Modulation <650B <600B Adjacent Channel Power | >70dB =600B 
2SKHz | SOKHz / 100KHz ‘Spurious Response | <70dB <700B ‘Spurious =606B 2600B 
Memory Channels _| 256 +1~-30B | +1~308 +1~-3dB | +1~30B 
a ee ‘Audio Response (0.3-3KHz) | (03-255Krx) | Audio Response | (9 5a) | (03-255KH2) 
Working Temperature | -20°0~+40°C Signal to Noise Ratio | >450B > 4008 Max Frequency Deviation | =5KHz [2 2.5KHz 
Antenna impedance | 500 ‘Audio Distortion =5% Frequency Stability | +2.5ppm 
Weight 3409 Audio Power =500mW Audio Distortion <5% 
Size 182 x 62x 37 (mm) Sensitivity UHF/VHF: 0.25:V(12d8 SINAD) | Output Power: UHF: 4W / 2W /.0.5W 


= VOX Function 


Intergration Receiving Wide Narrow Transmitter Wide Narrow 
‘Adjacent Channel Selecvty | <70dB | <60dB Type of Modulation | 16K F3E 11K F3E 
Suitable for different countriesor areas. 
Freauenc UHF : 420-520MHz / 400-480MHz_| Inter Modulation =65dB"__| $6008 Adjacent Channel Power | >70dB. >60d8 
a 400-470MHz / 350-390MHz Spurious Response <700B <700B Spurious =600B 26008 
Range(MHz) VHF ; 66-88MHz / 136-174MHz 
245-250MHz//216-280MHz | audio Response Irae ate | ose eue ||| Aula Response) ||Poasrcrioyliersooes 
(0.3-3KHz) | (0:3-255KHz) (0.3-3KHz) | (03-255KHz) 
Step SHR] B2et /TOKre 7 T25KH2 | Signal to Noise Ratio | >45d8 | =40dB | MaxFrequency Deviation | + 5KHz +2.5KHz 
Channel Number | 256 Audio Distortion =5% Frequency Stability | +2.5ppm 
Work Mode F2D/F3E Audio Power =500mW Audio Distortion <5% 
‘Operating Temperature | -20°C~+40'C Sensitivity UHF/VHF: 0.25uV(12d8 SINAD) | Output Power UHF1OW /4W/ 4W 
‘Antenna Resistance | 500 VHF 10W / SW /1W 
Voltage 7.4VDC 
Weight 340g 
Size 62x37x 132MM 


KG-928 


The image shown here is indicative only. If there is inconsistency bet 


een the imag 


ind the actual product, the actual product shall govern. 


107Groups of CTCSS 


* CTCSS/DCS Scan 

* 107Groups of CTCSS , 50 Groups of DCS 
* Wide /narrow bandwidth selection(12.5KHz/25KHz) 
* Non-Standard CTCSS / DCS Supported 
= 8 Groups of Scrambler 

* Multi Sidekey Settings 


KG-939 50 Groups of DCS 


Main Features: 


* Single Tone Pulse Frequencies, 2100 / 
1750 / 1450 / 1000Hz 
* Compander Function 


The image shown here i 


= CH, FREQ, CH Name Selectable 


@wouxun 


indicative only. If there is inconsistency between the image and the actual product, the actual product shall govern. 


Main Features: 


* Frequency Range Suitable for any 
Region of any Country: 
(RX/ TX) 136-174MHz & 400-470MHz 


136-174MHz & 400-480MHz 
136-174MHz & 216-280MHz 
136-174MHz & 420-520MHz 
144-146MHz & 430-440MHz 
144-148MHz & 222-225MHz 
144-148MHz & 420-450MHz 


(RX) FM: 65MHz~108MHz ( 100K Frequency Spacing ) 
= Dual Reception 
Twin Band Simultaneous Reception 
"Dual Display 
Large LCD Dual Frequency Display, 
Two Completely Independent Operating Systems 
* Remote-head Mounting Capability 


IB 


Multiple Installation Types, Convenient Usage 
* Both Stations can Form Combined Same 


* Band or Different Band Repeat 
* CTCSS / DCS Encode / Decode 
* Multiple Speaker Channel Settings 
* Incoming Message Display 
Caller ID display 


Frequency Range 


* DTMF Encoding and Decoding 

* Group Calls, All Calls and Selective Calls 
* 8 Group Scrambler 

* Priority Channel Scanning 

* APO Power Management 

* English Voice Guide 

* Minimum Operating Voltage Alarm 
* Stun and Kill Function 

* Selectable Three Color Backlight 

* Reduced Noise Settings 

* Remote Control Setting 

* Multiple Cooling Paths Fan 


Frequency Range Suitable for any Region 
of any Country 


Frequency Stabilty +2.5ppm 

Standby Curent 500mA 

TX Current 9,08 (Max) 

TX Power SOW /20W/ TOW/ SW(VHF) 40w/20W/ 10W/ SW(UHF) 


Frequency Steps 


2.5KHz(Optional) / SKHz / 6.25KHz / 10KHz / 12.5KHz / 
18KHz / 20KHz / 25KHz / 30KHz / SOKHz / 100KHz 


Max.Frequency Deviation 
RX Sensitivity 


<5KHz 
<0.2uV 


Operating Mode 


F2D/FSE 


Modulation Distortion 


<5% 


Antenna Impedance 


509 


Audio Response 


(300-3000Hz) +1~-348 


Operating Temperature 


-20°Cto +600 


Adjacent Channel Power 


12.5KHz<-60d8 _+25KHz<-70dB 


‘Supply Voltage 


13.8VDC + 15%(negative grounded ) 


Spurious Emission 


9KHz~1GHz<-36d8m _1GHz~112.75GHz<-30d8m 


Dimension 


360 x 270 x 360mm, 


Weight 


412.7KGS 


indicative only. If ti 


image and the actual product, the actual product shall go 


Main Features: 


= Frequency Range Suitable for any 

Region of any Country: 

(RX/ TX) 136-174MHz & 400-470MHz 
136-174MHz & 400-480MHz 
136-174MHz & 216-280MHz 
136-174MHz & 420-520MHz 
144-146MHz & 430-440MHz 
144-148MHz & 222-225MHz 
144-148MHz & 420-450MHz 

(RX) FM: 65MHz~108MHz (100K Frequency Spacing) 

* Dual Reception 
Twin Band Simultaneous Reception 
* Dual Display 

Large LCD Dual Frequency Display, 

Two Completely Independent Operating Systems 

= Remote-head Mounting Capability 

Multiple Installation Types, Convenient Usage 

* Both Stations can Form Combined Same 

Band or Different Band Repeat 

* CTCSS / DCS Encode / Decode 
= Multiple Speaker Channel Settings 
* Incoming Message Display 
Caller ID display 
* DTMF Encoding and Decoding 
*8 Group Scrambler 
* Priority Channel Scanning 
* Group Calls, All Calls and Selective Calls 


= APO Power Management 
* English Voice Guide 


= Minimum Operating Voltage Alarm 


* Stun and Kill Function 


* Selectable Three Color Backlight 


* Reduced Noise Settings 
* Remote Control Setting 
* Multiple Cooling Paths Fan 


Main Technical Specificat 


Frequency Range 


Frequency Range Suitable for any Region 
of any Country 


Frequency Stability 


£2.5ppm 


Standby Current 500mA 
TX Current 9.04 (Max) 
TX Power SOW /20W/ 1OW/ SW(VHF) 40W/ 20W/ 10W/ SW(UHF) 


Frequency Steps 


2.5KHz(Optional) / SKHz / 6.25KHz / 10KHz / 12.5KHz / 
418KHz / 20KHz / 25KHz / 30KHz / SOKHz / 100KHz 


Max.Frequency Deviation 


<5KHz 


RX Sensitivity 


<0.20V 


Operating Mode 


Antenna Impedance 


F2D/FSE 
500 


Modulation Distortion 


Audio Response 


<5% 


(300-3000Hz) +1~-34B 


Operating Temperature 


-20T to +60 


Adjacent Channel Power 


12,5KHz<-6048 + 25KHz<-70dB 


Supply Voltage 


13.8VDC + 15%(negative grounded ) 


Spurious Emission 


9KH2~1GHz <-36dBm _1GHz~112.75GHz<-30dBm 


Dimension 


360 x 270 x 360mm 


Weight 


8kGS 


The image shown here is indicative only. If there is i 


fen the image and the actual product, the actual product shall govern. 


Main Technical Specification 


TX Power 50W/20W/ 10W/ SW(VHF) 40W/20W/ 10W/ SW(UHF) 


- — - - ' Frequency Stability = 2.5ppm 
= Sain - = A ree esc Frequency Range Suitable for any Region Standby Current 500mA 
| , =a ' f eo of any Country TX Current 9,08 (Max.) 
: >INE We 


2.5KH2{(Optional) / SKHz /6.25KHz / 10KHz / 12.5KHz/| Max.Frequency Deviation | <SKHz 
Frequency Steps 


1KHz / 20KHz | 25KHz/ 30KHz/ SOKHz/100KH2 | RXSensitvily ——_—| <0.2uV 
EIGHTIGANDS: , rast eae a 
Y Antenna Impedance 502 ‘Audio Response (300-3000Hz) +1~-348 
Operating Temperature | -20% to +60 Adjacent Channel Power | 12.5KHz<-60dB +25KH2<-70dB 
Silver Medal of the Paris | Supply Voltage 13.8VDC « 15%(negative grounded ) ‘Spurious Emission 9KH2~1GHz <-36dBm 1GH2~112.75GHz <-30dBm 
BB | Dimension 440x44x207(mm) Weight 4437.89 (with microphone) 


International Exhibition of Inventions 


QUAD Bands Transmission(including SW) 
Eight Bands Reception(including AM&SW) 


Twin Band/Same Band Simultaneous Reception Duplex Mode(Cross-Band Simultaneous TX&RX) 


TYPE APPROVAL: CMIIT ID:2010FP6596 
FCC ID: WVTWOUXUNO9 


Duplex Cross-Band Repeat Same-Band Repeat on two Combined Radios 
GE+hN El HE +MEl GE = Different Bands TX/RX for different areas: * Caller ID Display 
L=I=) L=}=) =] KO SOF Series FM:TX 26-29.995MHz / 50-53.995MHz / * DTMF Encoding and Decoding 
143. 9375. 438, gers j_ eemnoie read 136-174.995MHz / 400-480.995MHz * Group Calls, All Calls and Selective Calls \6 
15 = PiU) EIMRX 26-29.995MHz / 50-53.995MHZz / * 8 groups of Scrambler(Standard Configuration) 
caeEaRaeeetal 65-108.000MHz / 108-180.995MHz / * Priority Channel Scanning 
an Body (eg suncer seat) 320-349.995MHz / 400-480,995MHz / * APO Power Management 
———=_="1 
ANT<——} }<—DC input 700-987.995MHz * Wide/Narrow Bandwidth Selectable(25KHz/12.5KHz) 
AM:RX 108-135.995MHz * Voice Guide(Chinese/English) 
KG-UVGGa4 = Twin Band /Same Band Simultaneous Reception * Automatic Temperature Detection 
= Dual Display * Lowest Working Votalge setting 
Patent No. for the Appearance: Large Screen with Dual Display& Independent Operating _* Stun/Kill function 
UNE 2. (Mobile / Base Transceiver) = 999 Memory Channels * Single Audio Pulse Frequency(2100Hz/1750Hz/ 
é (Grouping Channels, Group Channel Name Programming) 1450Hz/1000Hz( able to Activate Repeating) 
= Front Panel and Radio body Flexiable for Separation * Multiple Backlight Color Selectable 
Hand Indined switchboard Flat switchboard Mable mounting —_-Remote front 
microphone panel panel bracket panel bracket * Duplex mode (Cross-Band Simultaneous TX&RX) * Scan Channel Adding/Deleting 
wnto-008 sho-001 sho-002 MiB0.001 
pm * Duplex Cross-Band Repeat (Standard Configuration) * Grouping Channel Scanning 
eee * QT/DQT Encoding/Decoding = Multiple Scanning Way(SE/CO/TO) 
man QT/DQT Scanning * Remote Control Setting 
Mobie power Extension cable Hand microphone -_Serew sels Non-standard CTCSS/DCS Setting Freely = Multiple settings for Cooling Fan 
'$CO.002 (sae) hook $80.00 : 
pwo-o0e FU0-001 HHO-001 = Same-Band Repeat on two Combined Radios 


High power output (VHF:50W, UHF:40W) = = 
Dual Track and Multi-way Loudspeakers 

Hand Microphone DTMF with Loudspeaker, Receiving _ 
Indicator and VolumeAdjuster — 

Note: Different-countries or areas.are-differing from the-specific applicable.working frequencies-and-parameters.— 


twa) Qua Sek Gea Sa Gam Jaro 


KG-UV950P 
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KG-UV920P 


TWIN BAND MOBILE / BASE TRANSCEIVER 


Silver Medal of the Paris 
International Exhibition of Inventions 


TYPE APPROVAL: CMIIT ID:2010FP6596 
FCC ID: WVTWOUXUNO09 


Frequency Range 


Main Technical Specification 


Frequency Range Suitable for any Region 
of any Country 


Frequency Steps 


2.5KH2{(Optional) / SkHz / 6.25KHz / 10KHz / 12.5KHz / 


418KHz / 20KHz / 25KHz / 30KHz / SOKHz / 100KHz 


Frequency Stability +2.5ppm 
Standby Current 500mA 
TX Current 9.0A (Max.) 
TX Power 50W/20W/40W/ SW(VHF) 40W/20W/ 10W/ SW(UHF) 
Max.Frequency Deviation | <SKHz 

[ RxSensiviy | <02V - - - 


Operating Mode 


FOD/F3E 


Modulation Distortion 


=5% 


Antenna Impedance 


500 


Audio Response 


(300-3000Hz) +1~-348 


KG-UV920P Series 
Remote Head 


Main Boby (e.g. under seat) 
——"1 


}<— DC Input 


Z Incinedsnitboars Ftowictboard  Mobiemouning Renoir 
microphone bracket panel bracket 
WMMO-00% sho.00t sho002 MBO-001 RBO-001 
a ie 
— =z ea BH 
2m | Sum | dea: Si | Gwe 7a _ ~—-a5 
‘ =e = mets a ome ee 
VVNNN Mobile power -Extensoncable. = Fuse Handmicrophone ‘Screw sels 
pw 002 mee o-oo? 0°01 eer 
Patent No. for the Appearance: 
ZL201130252178.2 (mobile / Base Transceiver) 
ZL201130252179.7 (Hand Microphone) 94 Dc 


Operating Temperature | -20°C to +60°C Adjacent Channel Power | 12.5KHz<-60dB +25KHz<-70dB 
Supply Voltage 13.8VDC + 15%(negative grounded ) ‘Spurious Emission 9KH2~1GHz <-36dBm 1GHz~112.75GHz <-30dBm 
Dimension 140x44x207(mm) Weight 1437.89 (with microphone) 
Full Duplex Cross-band & Cross-band Repeater 
Twin Band Simultaneous Reception 
Dual Speaker & Dual Output 
« Frequency Range Suitable for any * High Output Power ( VHF:50W / UHF:40W ) 
Region of any Country: = CTCSS / DCS Encode / Decode 
(RX/ TX) 136-174MHz & 400-470MHz = Multiple Speaker Channel Settings 
136-174MHz & 400-480MHz * DTMF Hand Microphone Ig 


136-174MHz & 216-280MHz 
136-174MHz & 420-520MHz 
144-146MHz & 430-440MHz 
144-148MHz & 222-225MHz 
144-148MHz & 420-450MHz 
(RX) FM: 65MHz~108MHz ( 100K Frequency Spacing ) 
= Band can be Set Freely 
ViU UNV VIV U/U 
* Dual Reception 
Twin Band Simultaneous Reception 
= Dual Display 
Large LCD Dual Frequency Display, 
Two Completely Independent Operating Systems 
= Over 999 Memory Channels 
Area Scanning Management Capability 
= Remote-head Mounting Capability 
Multiple Installation Types, Convenient Usage 
= Full Duplex Cross-Band 
Offset Frequency & Frequency Shift Direction 
Programmable 
UHF /\VHF or VHF / UHF Cross-band Repeater Function 
= Both Stations.can Form Combined-Same 
Band or Different Band Repeat 


Note: Different countries or areas aré differing from thé Specific applicable Working frequencies and parameters: 


—*Multiple Cooling-Paths Fan 


with Speaker, TX/ RX Indicator and Volume Controller 
* Incoming Message Display 
Caller ID display 
* DTMF Encoding and Decoding 
* Group Calls, All Calls and Selective Calls 
* 8 Group Scrambler 
* Priority Channel Scanning 
* APO Power Management 
* English Voice Guide 
* Minimum Operating Voltage Alarm 
* Stun and Kill Function 
* Single Tone Pulse Frequency 
2100Hz / 1750Hz / 1450Hz /-1000Hz 
(Used when Activating Repeater Signal.) 
= Selectable Three Color Backlight 
* Reduced Noise Settings 
* Remote Control Setting 
* Frequency / Channel Scanning with CTCSS+-BCS 
Detection - = = 


twin Bands Tx | Duplex Work Mode(TX on one area, 
Seven Bands RX] RX on the other area simultaneously) 
TX: 136-174mHz(FM) 
400-51 2mHz(FM) 
RX: 76-108mHz(FM Radio) 
108-136mHz(AM RX) 
136-180MHz(FI 
230-250MHz( 
350-400mHz(' 
( 
( 


400-51 2mHz 


M) 
) 
) 
) 
700-985mHz(FM) 


Dual Bands Transmission 
Seven Bands Reception 
Classic Circuit, Excellent 


| Performance 


(160% Material Object Pbrotegragtry) 


The image shown here is indicative only. If there is inconsistency between the image and the actual product, 


KG-UV9D(E) 
TYPE APPROVAL: 
CMIIT 1D:2010FP6569 
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Main Features: 

= Duplex Work Mode 

= Duplex Work on A&B Areas 
(TX on one area while RX on the other area simultaneously) 

= Dual Reception 

= RX on the same/different bands of A&B 
areas simultaneously 

* Large Colorful Screen 

* Simultaneously Scanning on Twin Band 
Channel Groups Scanning 

= 999 Memory Channels 

= Output Power: High, Middle, Low adjustable 
VHF H:5W,M:2W,L:1W 
UHF H:4W,M:2W,L:1W 

* QT/DQT Encoding/Decoding,QT/DQT Scan 

= Non-Standard CTCSS can be set freely 

*= VOX 

* Multi Definition for Sidekeys 

* Sub-Frequency Transmission Setting 

= Personal Message Display, Caller ID Display 

= DTMF Encoding&Decoding 

= Channel Groups Scanning 


Standard Accessories 


2000mAh Li-ion Intelligent Power Supply 
Batterypack Charger ‘Adaptor 
(L0-010) —(CH-010) 


* All Calls,Group Calls And Selective Calls 
= SOS Function 
= Priority Scan Function 


G@e2er 


Beltclip 


LST 


Antenna Antenna Handstrap 


} (CHO-014) 


*S 


MIC/Speaker 
‘ (SMO-001) 


Eliminator Leather 
(ELO-004) Case 


ola 


Headset US| 
(HEO-001) 


» 
ae 


B programming 


cable 
(PCO-001) 


= Single-Tone Pulse Frequency:2100Hz/ 
1750Hz/1000Hz/1450Hz(signalling 
for activating repeater) 


Car Charger 
(CCO-001) 


= Remote Alarm # Reverse Frequency 20 
= Wide/Narrow Bandwidth Selection = Stopwatch 
(25KHZ/12.5KHz) 
= Voice Guide:English 
= English Channel Name Edit 
* Bright Flashlight illumination 
Intergration Transmitter Wide Narrow 
Type of Modulation | 16K F3E | 11K FOE 
Inter Modulation ‘Adjacent ChannelPower | >7oaB | =60dB 
Frequency 
Spurious Response Spurious > 6008, 6008 
Range(MHz) Rereaen +1~308 | +1~308, Audio Response || #7308 | H1~308 
walo Response | (0.3~3KHz) | (0.3-2.55KH2)| AudloResponse — | (q.3~3kHz) | (0.3~2.55KHz) 
Step Signal to Noise Ratio | >45dB | >40aB | MaxFrequency Deviation | + SKHz = 2.5KHz 
Channel Number Audio Distortion | =5% Frequency Stability | £2.5ppm 


Work Mode F2D/F3E Audio Power Transceivert<500mW | Audio Distortion 5% 

Operating Temperature | -200-+400 Sensitivity (08-136NH{AN) -108.0dbm SN 1348 | Output Power UHF H:5W , M:2W , LiiW 

Antenna Resistance | 50Q eels footers VHF H:4W , M:2W , L:1W. 
yz -116,0dbm SINAD 134 

Voltage 7.4VDC 2350-400MHz-119,0cbm SINAD 1348, 

Weight 4909 400.512MHe -119.0dbm SINAD 1348 

Size HEEB ES MER) 700-SB6MiHz -96,0dbm SINAD 1248 


The image shown here is indicative only. If there is inconsister 


between the image and the actual product, the actual product shall govern 


Main Features: 

= Duplex Repeater (VHF to UHF or UHF to VHF) 

= Duplex Work Mode (TX on one area while RX 
on the other area simultaneously) 

= Dual Receiving (RX on the same/different bands 
of A&B areas simultaneously) 

» Large Colorful Screen 

= 999 Memory Channels 

= Dual Display 
Dual Band Display on Large Screen, Two 


KG-UV8D/KG-UV8DpLus 


* Wide/Narrow Bandwidth Selection 
(25KHz/12.5KHz) 

* Voice Guide:Chinese/English 

* Chinese/English Screen Display 

* Bright Flashlight Illumination 

* Single-Tone Pulse Frequency: 2100Hz/ 
1750Hz/1000Hz/1450Hz 
(signalling for activating repeater) 


" Reverse Frequency 
* Stopwatch 

* SOS Function 

* Priority Scan Function 
= Remote Alarm 


Main Technical Specification 


Intergration Receiving Wide Narrow Transmitter Wide Narrow 
Suitable for diferent countriesor areas | Adjacent Channel Selecivty | =<70dB | =60dB Type of Modulation | 16K FE [11K F3E 
136-174MHz & 216-260MHz —_| inter Modulation =650B | =60dB Adjacent Channel Power | >700B | >60d8 

ey breil &400-480MHz | Sourious Response | =7008 | =700B ‘Spurious S608 _| >600B 

Range(MH2), 16-174MHz & 420-520MHz 
taeciramiize 2aszzenmz _|AvdioResponse [asa | sass | AudoResponse | ig Skin | ax2ssct) 

Step Signal to Noise Ratio | >450B | >400B Max Frequency Deviation | +SKHz [+ 2.5KHz 

Channel Number ‘Audio Distortion =5% Frequency Stability | +2.5ppm 

Work Mode F2DIFSE Audio Power '500mW Audio Distortion <5% 

Operaing Temperature | -200~+40°C Sensitivity UHF/VHF: 0.25uV(12dB SINAD) | Output Power UHF 4W/ 1W 

Antenna Resistance | 500. VHF SW/ 1W 

Voltage 7.4VDC 

Weight 2809(KG-UV66) 

Size 125 x 62 x 33 MM(KG-UV66) 


TYPE APPROVAL: Main Features: 


Independent Operation System 

» Frequency Offset and Direction Programmable 
in Repeater Mode UHF/VHF or VHF/UHF 

= Cross-Band Repeater 

*" Strong and Stable Output Power 


* Dual Band, Dual Frequency, Dual Reception 
Dual Display 
= Working Mode: U-V,V-U,V-V,U-U can be set freely 
* DTMF Encoding Function 
= CTCSS/DCS Scan(Digital 107groups/Analog 50 groups) 


CMIIT ID:2010F P6468 


= Non-Standard CTCSS/DCS 

= Multi definition for sidekeys 

* Bandwidth Selection (25KHz/12.5KHz) 
= Channel name edit and display 

= Multi-scanning and offset function 


(VHF: SW/UHF: 4W) 
= VOX 
* QT/DQT Encoding/Decoding, QT/DQT Scan 
* Multi Definition for Sidekeys 
* Incoming Message Display 
(Caller ID display) 
= DTMF Encoding&Decoding 
* All Calls, Group Calls And Selective Calls 


Main Technical Specification 


Original Black 


Red 


Blue White —_Light Gree 


Intergration Receiving Wide Narrow Transmitter Wide Narrow, 
| ‘Suitable for Different Countries or Areas | Adjacent Channel Seectvly | <70dB | <60dB Type of Modulation | 16K F3E 

fees {96-174MHz 8 400470MH2 [inerMediaton | <6546 | <60G6 | Ass Chart Power | 57008 

oe) |e a eee cee [oe 
144-140MHz & 420-450MH2 | UH°Response | (0. 3-aKH2) | (03-2.55KHe) | Audio Response | (9.4 aKH2) | (0:3-255KH2) 

Step Lipa rein Signal to Noise Ratio | >45dB >40dB Max Frequency Deviation | + SKHz +2.5KHz 

‘Channel Number | 999 ‘Audio Distortion =5% Frequency Stability | +2.5ppm 

Work Mode F2D/F3E Audio Power Transceivert<500mW Audio Distortion <5% 

Operating Temperate | -20°C~+40'C Sensitivity UHFIVHF: 0.25nV(12dB SINAD) | Output Power SWAW(VHE) 

Antenna Resistance | 500 4W/1W(UHF) 

Voltage 7,4VDC 

Weight 4909 

Size 124.5 x 61.49 x 33.88 (mm) 


The image shown here is indicative only. If there is inconsistency between the image and the actual product, the actual product shall govern. 


© Bright Flashlight lllumination 
"8 groups of scrambler 
= 5-Tones 


= TX and RX can set freely, VHF for TX while UHF for RX 
OR UHF for TX while VHF for RX 

= Digital FM Radio(76-108MHz) 

* VOX Transmission 

* Memory channels 199 
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The image shown here is indicative only. If there is inconsistency between the image and the actual product, the actual product shall govern. 
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The image shown here is indicative only. If there is inconsistency between the image and the actual product, the actual product shall govern. The image shown here is indicative only. If there is inconsistency between the image and the actual product, the actual product shall govern. 


136-174 & 216-280MHz(RX/TX) 
136-174 & 400-480MHz(RX/TX) 
144-146 & 430-440MHz(RX/TX) 
66-88 & 136-174MHz(RX/TX) 
FM: 76-108MHz(RX) 


Main Features: 
Dual Standby 


= 1750Hz Burst Tone 
* DTMF Encoding Function 


* Bright Flashlight Illumination 
" Band Can Be Set Freely 


* English Voice Guide 


Ev) 
Cy a) 
vw] wag 


* Dual Band, Dual Frequency, Dual Display and 


* Working Mode: VHF&UHF, UHF&UHF or VHF&VHF 


* CTCSSIDCS Scan (Digital/Analog) 


VHF TX-UHF RX or UHF TX-VHF RX 


Frequency Range Can be 
Suitable for Different Countries or Areas 


136-174 & 350-470MHz(RX/TX) 


Standard Accessories 


Gee Gail 


Optional Accessories 


198-174 & 420-820MHz{RXITX) Batterypack Desktop Charger Power Supply: Intelligent Six-way Leather Eliminator 
144-148 & 222-225MHz(RX/TX) (810-001) (cH-002) Adaptor Charger charger Batterypack Case (EL0-001) 
(CHO-008) — (BAO-001)-—(LCO-D01) 
66-88 & 400-480MHz(RX/TX) vA : ZA 
Belt Clip High Gain Antenna Hand Strap 1 Car Charger MIC/Speaker Headset USB programming 
(BEO.001) (ANO-001) (RO-001), } — (CCO-001) (SMo-001) (HEO-001) cable 
'W ' (PCO-001) 
* Wide/Narrow Bandwidth Selection (25KHz/12.5KHz) * Digital FM Radio 
* Priority Channel Scan, Add Scanning Channel * Begin/End Transmitting Beep Prompt 
= High/Low Power Selection (VHF: 5W/1W UHF: 4W/1W) = IP55 Waterproof 
* Channel Name Edit and Display 24 
= 105 Groups DCS / 50 Groups CTCSS 
* Multi Step Frequency 
2.5K(Optional or KG-UV6D) 
5K/6.25K/10K/12.5K/25K/50K/100K 
= VOX Transmission (Level Adjustable) 
= Transmit Overtime Voice Prompt 
Frequency Range Can Be Suitable | Frequency Stability zZeppH 
Frequency Range(MHz) RF Carrier Power UHF: 4W /. VHF: SW 
nb Waren Soutien oc eee Effective Radiation Power(ERP) | <=7.5dB 
Operating Voltage 7.4V "Max. Frequency Deviation 25KHz + 5KHz/12.5KHz + 2.5KHz 
Operating Temperature -30T to + 60T. ‘Audio Modulation +3dB(pre-emphasis by 6dB between 0.3-3KHz) 
Antenna Impedance 500 Spurious Radiation(TX) ~36d8m 
Waterproof IPSS: Inter Modulation Attenuation 54008 
Sensitvity(12dB SINAD) | 0.16 pV Modulation Distortion <10% 
Squelch Sensitivity =02 Vv ‘Audio Response (800-3000Hz)+1=-348, 
Audio Output Power 500mW Co-channel Rejection =-8,008 
Audio Distortion =5% Performance of Amplitude Limiter | <3 
‘Adjacent Channel Selection 25KHz > 70dB/12.5KHz>60dB 
inter-modulation 36508 
Spurious Radiation(RX) ‘9KHz-1GHz<-57dBm/1GHz-4GHz <-47d8m 


Main Features: 

= Duplex Repeater (VHF to UHF or UHF to VHF) 

= Duplex Work Mode (TX on one area while RX 
on the other area simultaneously) 

= Dual Receiving (RX on the same/different bands 
of A&B areas simultaneously) 

= Large Colorful Screen 

= 999 Memory Channels 

* Dual Display 
Dual Band Display on Large Screen, Two 
Independent Operation System 

« Frequency Offset and Direction Programmable 
in Repeater Mode UHF/VHF or VHF/UHF 

« Cross-Band Repeater 

® Strong and Stable Output Power 
(VHF: SW/UHF: 4W) 

25) «vox 

* QT/DQT Encoding/Decoding, QT/DQT Scan 

* Multi Definition for Sidekeys 

* Incoming Message Display 
(Caller ID display) 

= DTMF Encoding&Decoding 

* All Calls, Group Calls And Selective Calls 


* Wide/Narrow Bandwidth Selection 
(25KHz/12.5KHz) 

* Voice Guide:Chinese/English 

* Chinese/English Screen Display 

* Bright Flashlight Illumination 

* Single-Tone Pulse Frequency: 2100Hz/ 
1750Hz/1000Hz/1450Hz 
(signalling for activating repeater) 


* Reverse Frequency 

* Stopwatch 

= SOS Function 

® Priority Scan Function 
= Remote Alarm 


TYPE APPROVAL: 


CMIIT 1D:2015FP2954 


Intergration 9 Transmitter Wide Narrow 
‘Suitable for Different Countries or Areas | Adjacent Channel Selectivity Type of Modulation | 16K F3E 11K F3E 
el ee Se eee 
oa fe Seer arena mee | ee 
144-148MHz & 420-450MHz _| Audio Response (0.8~3kHz) |(03-25eKr) | AudioResponse | (9.3-aKH2) | (0.3-255KHe) 
SiO Zee | lone! "= ORR e 4048 | Max Frequency 22.5KH2 


| Channel Number | 999 Frequency St 
Work Mode F2DIF3E Audio Power Transceiver<500mW Audio Distortion <5% 
Operating Temperature | -20°C~+40°C Sensitivity UHF/VHF: 0.25nV(12d8 SINAD)| Output Power SWAW(VHF) / 4W/1W(UHF) 
‘Antenna Resistance | 500 
Voltage: 7.A4VDC 
Weight 4909 


Size 


124.5 x 61.49 x 33.88 (mm) 


The image shown here is indicative only. If there is inconsis 


tency between the image and the actual product, the actual product shall govern. 
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FRS / PMR / LPD 


Main Features: 


Three Configurations: Popular / Upgrade / Advanced 


* DTMF Encoding and Decoding 

* High/Low Power Selection 
(VHF: SW/1W_ UHF: 4W/1W) 

= 105 Groups DCS / 50 Groups CTCSS 

* Wide/Narrow Bandwidth Selection 
(25KHz/12.5KHz) 

*PTTID 

* TOT (Time-out Timer) 

* VOX Transmission (Level Adjustable) 

* Busy Channel Lockout 

* Multi Step Frequency 
(5K/6.25K/10K/12.5K/25K) 

* Multi Scan Mode (TO/CO/SE) 

* Wire-clone Function 


Main Technical Specification 


VHF: 66-88MHz 136-174MHz 245-246MHz 
UHF: 400-470MHz — 450-520MHz 


Frequency Range(MHz) 


/ GMRS Frequency 


= FM Radio 

* High Capacity Li-ion Battery 

* Intelligent Charger 

* IP55 Waterproof 

* Scrambler: Optional for Popular / 8 Groups 
for Upgrade / 1 Group for Advanced 

* Inspection, Monitor, Stun, Kill and Emergency 
Alarm (only for Upgrade / Advanced) 

« DCS/CTCSS of Rx and Tx can be Set 
Respectively (only for Upgrade / Advanced) 

* 5 Tones and 2 Tones (only for Advanced) 

* 1750Hz Burst Tone (only for Popular / Advanced) 

* Priority Channel Scan (only for Popular) 

* Monitor Priority Channel (only for Advanced) 


Channel Spacing Wide:25KHz 


Narrow:12,SKHz 


‘Output Power VHF:SW/1W. 


Memory Channels 


16(200 only for advanced) 


UHF:-4W/W. 


Voltage(0C) 74V 
Working Temperature -30T to + 60 

Antenna Impedance 500 

Audio Distortion =5% — 
‘Modulation Type FM(F3E) 

Max Frequency Deviation 25KHz 


Adjacent Channel Selectivity | >65dB 


Frequency Stability +2.5ppm 
‘Sensitivity(12dB SINAD) <0.2pV 
Audio Power Output >500mW 


ious Radiation <6008 


Weight(including batterypack) | 234q(KG-929}2289(KG-833)/2289(KG-639E) 


Size(without antenna) 61x1 


x37.5(mm)(KG-929/KG-833) 


60.5x121x38(mm)(KG-639E) 


The image shown here is indicative only. If there 


KG-639E 

TYPE APPROVAL: 

CMIIT ID:2009FP5788 
Patent No. for the Appearance: 
2L200830141839.2 


KG-833 
TYPE APPROVAL: 
CMIIT 1D:2012FP 1929 

Patent No. for the Appearance: 
2L.201130252205.6 


26 


KG-639E 


is inconsistency between the image and the actual product, the actual product shall govern. 


Main Technical Specification Main Technical Specification 


27 


VHF; 66-88MHz 136-174MHz 245-246MHz | Max.Frequency Deviation <=+5KHz VHF: 66-88MHz 136-174MHz 245-246MHz 
Frequency Range(MH2) | ise. 400.470MHz 450-520MHz ‘Adjacent Channel Selectivity] >65¢B Frequency Faron) UHF: 400-470MHz 450-520MHz 
Channel Spacing Wide:25KHz / Narrow:12.5KHz Frequency Stability #2.5ppm Channel Spacing Wide:25KHz / Narrow:12.5KHz 
Output Power VHF:5SW/1W UHF:4W/1W Sensitivity(12dB SINAD) <0.2 pV Output Power VHF:SW/1W UHF:4W/1W 
Memory Channels 128(200 only for advanced) Audio Power Output =500mW Memory Channels. 128(200 only for advanced) 
Voltage(DC) 7.AV ‘Spurious Radiation <60dB Voltage(DC) 7AV 
Working Temperature -30T to + 60T Waterproof IPSS Working Temperature -30T to + 60T 
Antenna Impedance 500 Weight(including batterypack) | 230g(KG-659E) / 240g(KG-703E) Antenna Impedance 502 
Audio Distortion <5% Size(without antenna) 62x117.5x37 (mm) (KG-659E) ‘Audio Distortion =<5% 
Modulation Type FM(F3E) 61x121x38 (mm) (KG-703E) Modulation Type FM(F3E) 
Max.Frequency Deviation <+5KHz 
Adjacent Channel Selectivity =65dB 
fc 2 z 
[roost vox 8 ==) Frequency Stability =2.5ppm 
|ANI ( 1 ‘Sensitivity(12dB SINAD) =02 uv 
os ‘Audio Power Output 500mW 
DTMF Encoding and Decoding Spurious Radiation <6008 
Waterproof 1P55 
IP55 Waterproof Weighting bao [20 
Size(without antenna) 61x117x37.5 (mm) 
TYPE APPROVAL: CMIIT ID:2008FP3715 = 
be Patent No. for the Appearance: G sth @wouxun 
OO an ZL200730158080.4 vi jwouxun SU ares 
Main Features: 
Main Features: * DTMF encoding and decoding = VOX Transmission(Level Adjustable) 
* High/Low Power selection = Multi scan mode (TO /CO/ SE ) 
= DTMF Encoding and Decoding Scrambler: Optional for Popular / 8 Groups for Hi Se area See rae . ead ae lockout 
= 105 Groups DCS / 50 Groups CTCSS Upgrade / 1 Group for Advanced ure igi nia lan ge 
* Wide /narrow bandwidth selection = All Calls,Group Calls and Selective Calls 
= Wide/Narrow Bandwidth Inspection, Monitor, Stun, Kill and Emergency (osicz 142. SkHe) FA Radio 
. ji 
; f ! 
mo — ne 5KHz) sit ob desde pa ———) « ANI(Caller ID) « IPSS waterproof 
Gi (Caller ID) of Rx and Tx can be Set *PTTID = Mutil Step Frequency 
5 = TOT (Time-out Timer) Respectively (only for Upgrade / Advanced) * TOT(Time-out Timer) (6K 16.25 K/ 10K / 12.5K / 25K ) 
* Busy Channel Lockout 5 Tones and 2 Tones (only for Advanced) 
= Multi Step Frequency 1750Hz Burst Tone (only for Popular / Advanced) 
(5K/6.25K/10K/12.5K/25K) Priority Channel Scan (only for Popular) 
* Multi Scan Mode (TO/CO/SE) Monitor Priority Channel (only for Advanced) 


= Wire-clone Function 

= FM Rado FRS / PMR / LPD / FRS / PMR / LPD / TYPE APPROVAL: 

= Distant Alarm é 
Sea GMRS Frequency GMRS Frequency CMIIT 1D:2008FP3715 


Le ay between the image and the actual product, the actual product shall govern. Note: The image shown here is indicative only. If there is inconsistency between the image and the actual product, the actual product shall govern. 


Main Technical Specification Main Technical Specification 


Fi VHF: 66-88MHz 136-174MHz 216-280MHz VHF: 66-88MHz 136-174MHz 
‘requency Range(MHz) 216-280MHz 
UHF: 400-470MHz 400-480MHz Frequency Range(MHz) UBF: 400-470MHE. 400450MHz 
420-520MHz _450-520MHz 420-520MHz_450-520MHz 
Channel Spacing Wide:25KHz / Narrow:12.5KHz Channel Spacing Wide:25KH2 / Narrow:12.5KHz 
‘Output Power VHF:SW/W UHF:4W/iW VHF:SWiW UHF:4W/iW. 
KG-889 Memory Channels 199 Men [6 
TYPE APPROVAL: Voltage(DC) 7aV Vottage(0C) 7AV. 
CMIIT ID:2010F P6594 Working Temperature -30T to + 60°C Working Temperature -30T to + 600 
Patent No. for the ras 7 ‘Antenna Impedance 
ippaanese i 2 : 0 KG-829 KG-819 
2L201130252214.5 KG-869 Ado Diskin SES Audio Distortion <5% TYPE APPROVAL: TYPE APPROVAL: 
TYPE APPROVAL: Modulation Type FM(FSE) Modulation Type FM(FSE) CMIIT ID:2010F P3316 CMIIT 1D:2010FP 1309 
CMIIT 1D:2010F P6595 ‘Max.Frequency Deviation <+5KHz KG = 8 6 9 Max.Frequency Deviation +5KHz Patent No. for the Patent No. for the 
Patent No. forthe Appearance: | Adjacent Channel Selectivity | >65dB ‘Adjacent Channel Selectivity | >65dB Appearance: Appearance: 
ZL201130252213.0 Frequency Stability +2.5ppm Frequency Stability +£2.5ppm 2L.201130252212.6 ZL200830141837.3 
‘Sensitivity(12dB SINAD) <0.2pV Sensitivity(12dB SINAD) <0.2uV 
Audio Power Output 500mW = Audio Power Output 500mW 
‘Spurious Radiation <-60dB Spurious Radiation <-600B 
Waterproof iPS Bright Flashlight Waterproof pps 
Weightiinciuding batterypack) | 2189(KG-869)/2319(KG-889) iz : 2 Weightlincluding batterypack) | 2109(KG-819/KG-650)/2069(KG-629) 
‘Size(without antenna) '57x116x36(mm)(KG-869) Illumination Function Size(without antenna) 57x116x36(mm)(KG-819/KG-859) 
47.5K117*36 6(mm)(KG-889) 56.5x100,6x32,7mm(KG-829) 


Main Features: 
* Begin/End Transmitting Beep Prompt = Multi Scan Mode (TO/CO/SE) 
? = ANI (Caller ID) * All Calls, Group Calls and Selective Calls FRS / PMR / LPD / i 
* SOS Function * Multi Step Frequency: 2.5K(Optional)/5K/6.25K/10K/ aj rz 
pec uoes += RTORVOREND Bcruges = RTONOLE NG = 1750Hz Burst Tone 42.5K/25K/50K/100K GMRS Frequency ¢ ———_— ! @iwouxun 
4 fe = 105 Groups DCS / 50 Groups CTCSS * Multi Displaying Mode (Frequency/Channel/Channel Name) k 
* Voice Guide = Speedy Working Mode Shift (MENU+TDR) Main Features: 
* Distant Alarm = Channel Name Edit and Display 
* Call Ring * Battery Capacity Prompt * DTMF Encoding and Decoding * Wide/Narrow Bandwidth Selection 
* VOX Transmission (Level Adjustable) * TOT (Time-out Timer) * All Calls, Group Calls and Selective Calls (25KHz/12.5KHz) 
* Digital FM Radio with Frequency Display * Busy Channel Lockout * 1750Hz Burst Tone * Multi Scan Mode (TO/CO/SE) 
* Wide/Narrow Bandwidth Selection * Keypad Lock (Auto/Manual) = Mrspection; (Monitor, Stim il and “Busy Cannel Lookout 
(25KHz/12.5KHz) * Wire-clone Function Emergency Alarm * Wire-clone Function 
= Reverse Frequency Function = Programmable by Computer siGS Groupe! DGS 19) Groups GIGSs “Program by Computer 
= IP55 Waterproof = Distant Alarm * Bright Flashlight Illumination Function 
* Voice Prompt * IP55 Waterproof 


KG-869: FRS / PMR / LPD / 
GMRS Frequency 


Note: The image shown here is indicative only. If there is inconsistency between the image and the actual product, the actual product shall govern. Note: The image shown here is indicative only. If there is inconsistency between the image and the actual product, the actual product shall govern. 
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Main Technical Specification 
rrequency Rangetutia) | VHF: 65-86MH2 196-174NHz 245-246MHez es — 
UHF: 400-470MHz 400-480MHz 420-520MHz 
Frequency Stability 2.5m 
Channel Spacing Wide:25KHz / Narrow:12.5KHz Sensitvity(12d8 SINAD) <0.2pV 
Oulput Power VHFSWiW UHFAW/W “Audio Power Output >500mW 
KG-818 Memory Channels 199 Spurious Radiation <600B 
TYPE APPROVAL: Voltage(0C) 7aV Waterproof IPSS 
CMIIT ID:2010FP3315 Working Temperature | -20°C to + 60°C Weight(including batterypack) | 216g(KG-818)/2219(KG-816) 
Patent No. for the Appearance: | “Antenna Impedance 500 ‘Size(without antenna) 100.6x56.5x33 (mm)(KG-818) 
21201130252225.3 fixie Distortion =5% 57x116x36 (mm\KG-816) _| 
KG-616 Modulation Type FM(FSE) 
CMIIT 1D:2010FP1308 
Patent No. for the Appearance: 
aoe KG-816/KG-818 
* Begin/End Transmitting Beep Prompt * All Calls, Group Calls and Selective Calls 
* ANI (Caller ID) = Multi Step Frequency (5K/6.25K/10K/12.5K/25K/50K/100K) 
* SOS Function * Multi Displaying Mode (Frequency/Channel/Channel Name) 
"= 1750Hz Burst Tone ® Speedy Working Mode Shift (MENU+A/L) 
* Inspection, Monitor, Stun, Kill and = Channel Name Edit and Display 
Emergency Alarm = Battery Capacity Prompt 
= 105 Groups DCS / 50 Groups CTCSS = TOT (Time-out Timer) 
* Voice Guide * Programmable by Computer 
* Distant Alarm * Keypad Lock (Auto/Manual) 
* Call Ring * Busy Channel Lockout 
= VOX Transmission (Level Adjustable) * Wire-clone Function 
* Digital FM Radio with Frequency Display _* IP55 Waterproof \ 
* Wide/Narrow Bandwidth Selection 


(25KHz/12.5KHz) 
= Reverse Frequency Function \ 
= Multi Scan Mode (TO/CO/SE) 


DTMF Encoding and Decoding 
Bright Flashlight Illumination Functio! 7 
CTCSS Scan and DCS Scan 


c 
ae) wa) 
i 2} wi 


ay am 


Note: The image shown here is indicative only. If there is inconsistency between the image and the actual product, the actual product shall govern. 


Main Technical Specification 


VHF: 65-88MHz 136-174MHz 245-246MHz | Max.Frequency Deviation | <=5KHz 
Frequency Range(MHz) 
UHF: 400-470MHz_ 450-520MHz Adjacent Channel Selectivity | >65d8 
Channel Spacing Wide:25KHz / Narrow:12.5KHz Frequency Stability £2.5ppm 
Output Power VHF:SW/W_ UHF:4WAW Sensitivity(12dB SINAD) =02 WV 
Memory Channels 199 Audio Power Output = 500mW 
Voltage(0C) 7aV Spurious Radiation <-600B 
Working Temperature _[ -30 to +60 Waterproof P55 
Antenna Impedance 500 Weight(including batterypack) | 2409(KG-699E) / 2450(KG-689E) 
Audio Distortion <5% Size(without antenna) 61x117%37.5 (mm) (KG-699E) 
Modulation Type FIM(F3E) 61.5x119x38.5 (mm) (KG-689E) 


KG-689E 


TYPE APPROVAL: CMIIT ID:2008FP0462 
Patent No. for the Appearance: 
2ZL200730139206.3 


Main Features: 
Three Configurations: Popular / Upgrade / Advanced 


* DTMF Encoding and Decoding = Scrambler: Optional for Popular / 8 Groups for 

= 105 Groups DCS / 50 Groups CTCSS Upgrade / 1 Group for Advanced 

» Wide/Narrow Bandwidth * Inspection, Monitor, Stun, Kill and Emergency 
Selection (25KHz/12.5KHz) Alarm (only for Upgrade / Advanced) 

* ANI (Caller ID) = DCS/CTCSS of Rx and Tx can be Set 

= TOT (Time-out Timer) Respectively (only for Upgrade / Advanced) 

* Busy Channel Lockout = 5 Tones and 2 Tones (only for Advanced) 

* Multi Step Frequency = 1750Hz Burst Tone (only for Popular / Advanced) 
(8K/6.25K/10K/12.5K/25K) « Priority Channel Scan (only for Popular) 

* Multi Scan Mode (TO/CO/SE) * Monitor Priority Channel (only for Advanced) 

* Wire-clone Function 

= FM Radio 


* Distant Alarm 
* IP55 Waterproof 


Note: The image shown here is indicative only. If there is inconsistency between the image and the actual product, the actual-product shall gowera — — 


KG-679E 


TYPE APPROVAL: 
CMIIT 1D:2012FP1930 


ZL200730158078.7 


Patent No. for the Appearance: 


KG-669E 

TYPE APPROVAL: 

CMIIT 1D:2007FP0200 

Patent No. for the Appearance: 
ZL.200530136384.1 


Main Technical Specification 


Frequency Range(MHz) 


VHF: 65-88MHz 136-174MHz 245-246MHz 
UHF: 400-470MHz_450-520MHz 


Channel Spacing 


Wide:25KHz / Narrow:12.5KHz 


Output Power VHF:SW/W_UHF:4W/1W 
| Memory Channels ~_128(200 only for advanced) 

Voltage(DC) 74aV 

Working Temperature -30T to +600 

‘Antenna Impedance _ igso0 

Audio Distortion 5% 

Modulation Type FM(F3E) 

Max.Frequency Deviation <5KH2 


‘Adjacent Channel Selectivity 35dB 
Frequency Stability £2.5ppm 
Sensitivity(12d8 SINAD) =0.2 pV 
Audio Power Output > 500mW 
Spurious Radiation <6008 
Waterproof IPSS 


Weight(including batterypack) 
Size(without antenna) 


241g (KG-679E) / 246g (KG-669E) 
61.5x117x38.5mm (KG-679E) / 62.5x120x40 (mm) (KG-669E) 


KG-679E/669E 


5 Tones and 2 Tones 


Inspection, Monitor, Stun, Kill and Emergency Alarm 


Main Features: 


Three Configurations: Popular / Upgrade / Advanced 


* DTMF Encoding and Decoding 
= High/Low Power Selection 
(VHF: SW/1W_ ~UHF: 4W/1W) 


= 105 Groups DCS / 50 Groups CTCSS 


* Wide/Narrow Bandwidth Selection 
(25KHz/12.5KHz) 

* ANI (Caller ID) 

*PTTID 

= TOT (Time-out Timer) 


= VOX Transmission (Level Adjustable) 


* Busy Channel Lockout 


® Wire-clone Function 

= FM Radio 

= IP55 Waterproof 

= Scrambler: Optional for Popular / 8 Groups 
for Upgrade / 1 Group for Advanced 

= Inspection, Monitor, Stun, Kill and 
Emergency Alarm (only for Upgrade / 
Advanced) 

= DCSICTCSS of Rx and Tx can be Set 
Respectively (only for Upgrade / Advanced) 

= 5 Tones and 2 Tones (only for Advanced) 


* All Calls, Group Calls and Selective Calls = 1750Hz Burst Tone 


* Multi Step Frequency 
(5K/6.25K/10K/12.5K/25K) 
= Multi Scan Mode (TO/CO/SE) 


(only for Popular / Advanced) 
* Priority Channel Scan (only for Popular) 
= Monitor Priority Channel (only for Advanced) 


The image shown here is indicative only. If there is inconsistency between the image and the actual product, the actual product shall govern. 


Optional Accessories 


ae ae ae a ae a 


Telescopic antenna 


Thin antenna(length:16cm) Thin antenna(length:40cm) High gain antenna Stubby antenna (UHF) Stubby antenna ANO-008 (VHF or UHF) Standard antenna 
ANO-001(VHF) ANO-004(VHF or UHF) gee ca: ANO-006 ANO-009(VHF&UHF) ANO-010 (VHF&UHF) ANO-011(VHF&UHF) 
ANO-002(VHF&UHF) ‘ANO-007(VHF&UHF) 'ANO-005 (for KG-816/6 18/6 19/669/889) SMA-K or SMA-J SMA-K or SMA-J SMA-K or SMA-J 


eo 


Antenna adapter (BNC) 34 
AAO-004 (SMA-J) 


$e & 


Antenna adapter (SL16) Antenna adapter (BNC) 
AAO-001 AAO-002 


- &@ 


Antenna adapter (SL16) 
AAO-003 (SMA-J) 


$ ( & 
€ = 
Strong magnetic mount Strong magnetic mount 


(eet eats iota lt a emmy uh mount Gen at mount 
a ANO-016 ‘ANO-017 = 2 


Prog ming cable 


USB programming cable 
USB programming cable _DB9 serial programming cable PCO-004 


PCO-001 PCO-002 (for mobile radios) 


Optional Accessories 


Li-ion Battery Pack,1300mAh, Li-ion Battery Pack,1700mAh ia 
BLO-001 BLO-004 Li-ion Battery Pack,1700mAh 


|LO-006 
((or KG-UVDIPIUVEDIUVAT/8391690. ((or KG-UVDIPIUVEDIUVA 8331639 
16595 /669E/679E/689E/699E/703E) 16595 /669E/679E/689E/699E/703E) (for KG-816/818/819/869/889/UV899) 


Li-ion Battery Pack,2000mAh, Li-ion Battery Pack,3200mAh Li-ion Battery Pack,3200mAh 
BLO-010 BLO-011 BLO-012 


BLO-007 


BAO-001 


35 (for KG-UV9D/UV9Dplus) (for KG-828/928/958/968/978) (for KG-UV9D/UV9Dplus/0901) “Kee IpRveomvavesasene 


Charging Series 


On G4 Op 


Dual slot charger 
Charger Switching adapter Charger Charger 
CH-001 CH-004 CH-005 CH-009 


CRRcbaehnEbMEMNnTCS ‘Racbubeneemcecren, (for KG-616/6181619/860/689) (for KG-UV8D/8Dplus) 


‘Six-way charger . , : 
CH-007 Six-way charger ‘Six-way charger Six-way charger 


CH-008 (CH-010 CH-013 
for KG-UVD 1P/UVEDIUVAI833/630 
(ee (for KG-816/818/819/869/889) (for KG-UV8D/8Dplus) (for KG-UVSD/9Dplus) 


PSO Beey bach cone Li-ion Battery Pack,1700mAh _Li-ion Battery Pack,2600mAh 
(for KG-UVD 1PIUVED/UVA1/833/639E 
BSOE/GB9E/679E/689E/699E71 


BLO-008 
(for KG-UV8D/UV8Dplus) (for KG-UV8D/UV8Dplus) 


"AA" Battery case "AA" Battery case "AAA" Battery case 


(for KG-816/818/819/869/889/UV899) (for KG-816/818/819/869/889/UV899) 


(for KG-UV9D/9Dplus) (for KG-828/928/958/968/978) 


Optional Accessories 


arging Series 


eed rr o® 


i Car chi ; - 
we Eliminator Eliminator Eliminator Eliminator ey i Car charger Mobile power cord SOs 


ELO-002 ELO-003 ELO-004 ELO-005 CCO-002 PWO-002 Dimensions (Lx W x H): 
KG-UVDIPIUVEDIUVATRS96396 (torks-wvorPruveolUvA vass6a9E oe 
“Gee eeseerseeececonerose) lor KG-BIGBI8B19859889) (for KG-UVBDIUVEDplus) (for KG-UV9DIUVEDplus/D901) (for KG-968/828/928/058068) ‘esseenseeToEeoEeeseT0se) (for KG-988/828/928/058/068) (for mobile radios) Ee on 


Headset / Air conduit earphone 


Cy ee FO © 


Headset Air conduit earphone Headset Throat earphone 
HEO-001 HEO-002 HEO-003 HEO-005 


MIC/Speaker 


© &6U eA A Dd 


Mic/Speaker MIC/Speaker MIC with antenna see ale erdlnise pone 


SMO-001 ‘SMO-002 SMO-004 (for mobile radios) (for mobile radios) (for mobile radios) 


Others 


- @f- FF & & 


Connection cable Extension cable Leather case Rubber Case 
$CO-001 $CO-002 LCO-001 LCO-002 Waterproof bag 
(Length:16cm) (Length:5m) (varied designs for different models) (varied colors for KG-UV8D) WBO-001 


Version: wxc-1808-v12 


